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WAGONS SPECIFICATION Hbins 

Wagon type Hbis 763 20 for sale 

Built 1976-1978  

Construction type Talbot Waggonfabrik German standard type 

Producer Gävle vagnverkstad. License built  

No of axle 2  

Axle load 22,5  

Volume 93,3 m
3
  

Cargo capacity 29,0 ton D raster 

Tara of wagon 16,0 ton  

Gauge 1435 mm  

Length of buffer 14342 mm  

Height of wagon from 
rails head 

1214 mm  

Max. speed 120 km empty 100 km with full load 

Inside dimension 

 Length 

 Width 

 Area  

 volume 

 
12800 mm 
2600 nn 
33,3 m2 
77,7  m3 to door top 

 

Construction  

 of cargo box 

 of chassis 

 
Aluminium doors 
Steel 

Full documentation and drawings 
available for purchaser 

Coupling Screw  

Curve radius Min 70 m  

Bogie type nil  

Brakes type Knorr typ KE blocks 

Axle bearing type SKF type 713500  

Wheel  

 type  

 manufacture 

 revision status 

 
Mono block 
Surahammar Sweden 
Need minor revision 

 
type 47H and 49H 
diameters 920 – 849 mm 

Hand brake Yes  

RIV Yes  

Revision validity Wagons - deposition  To be agreed  

Certificate from 
 

SJ /Green Cargo Interfleet AB (ex SJ company can assist 
with technical consultancy) 

   

 

 


